DESIGN

* Dozens of size options
(100"x40': 4,000 as shown)

¢ Exterior wall insulation and rigid
insulation with z-girts

e Complete 60-ml single-ply PVC roofing
system, including warranty

e Flashings, gutters and downspouts,
rigid insulation, and cover board

e Painted cement plaster exterior finish,
cementitious siding or a combination

e Painted exterior exposed soffits and
painted interior ceilings

e All doors and frames and associated
door hardware

* Interior modular wall panels, gypsum
board, taped and sanded with level
four finish

e Carpet tile and resilient sheet flooring

¢ Code required signage and fire
extinguishers

¢ Optional restroom or locker room
additions

STRUCTURE

e Cast-in-place concrete
footings, and 5" slab on grade

e Structural steel superstructure,
including columns, open web
trusses, support steel, and
exposed acoustical metal
decking with closed cell metal
decking at overhangs

* Composite modular panel
exterior walls with sheathing,
including air / water barrier,
nail fin windows by Peerless

DESCRIPTION

The Azalea athletic building is an exciting
spin off of Hummingbirds signature DSA
Pre Checked Zinnia TK building. It is
constructed utilizing Hummingbirds

"kit of parts" capable of hundreds of
unique building configurations. The kit of
parts includes Hummingbirds signature
prefabricated wall panels, and steel truss
system creating a well lit and open floor plan.
The prefabricated exterior wall panels are
capable of a variety of door and window
options including roll-up doors allowing for
flexible indoor/ outdoor athletic spaces.
Pair these features with nearly unlimited
exterior finish options to compliment
school themes.

FEATURES
e DSA Reviewed Structural System
¢ Flexible interior layout

e Customizable exterior openings inclusive of
a variety of door and window systems
including sectional glass roll up doors

e 4 top of wall/roof pitch combinations

- 2 top of wall options: 10'6" or 12'6"

- 2 roof pitch options: %2:12 or 1:12
(Up to 45% more efficient than
T-24 requirements )

e All California climate zones
e Seismic Design Category D

e 5-year warranty on building
1 year warranty on equipment

SCHEDULE
Move-in 6-8 months after DSA approval

DIVISION OF THE STATE ARCHITECT
DEPARTMENT OF GENERAL SERVICE

UTILITIES

e Complete mechanical, electrical,
and plumbing systems

e Utilities to 5'-0” from face of building
¢ Photovoltaic and Energy Storage

as required for code compliance
INSTALLATION

¢ All material hoisting and
access for installation

e Cleaning of new building

* Operations and maintenance
information for all building systems
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