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Design STRUCTURE

* 6to 12 Classrooms e Painted cement plaster exterior finish, e Cast-in-place concrete footings,
cementitious siding or a combination and 5" slab on grade

e Painted exterior exposed soffits and Structural steel superstructure,
painted interior ceilings including columns, open web

e All doors and frames and associated trusses, support steel, and
door hardware exposed acoustical metal

decking with closed cell metal

e Variable Building Area

¢ Exterior wall insulation and rigid
insulation with z-girts

e Complete 60-ml single-ply PVC roofing

system, including warranty
e Interior modular wall panels, gypsum

e Flashings, gutters and downspouts, decking at overhangs

rigid insulation, and cover board board, taped and sanded with level

four finish Composite modular panel

exterior walls with sheathing,

including air / water barrier,

¢ Code required signage and fire nail fin windows by Peerless
extinguishers

e Carpet tile and resilient sheet flooring

DESCRIPTION
The Hummingbird component system

seamlessly supports two-story building
designs. Its signature prefabricated wall
panels and steel truss system create open,
adaptable classroom and office spaces
building on the proven success of the

Zinnia TK classroom model.

Lilly is available in 6, 8, 10, and 12-classroom
configurations and can incorporate optional
program spaces such as restrooms, offices,
and staff break or workrooms. Flexible door
and window options, including roll-up doors,
allow classrooms to maximize daylight, fresh
air, and connection to outdoor learning
environments. Lilly is fully ADA compliant,
featuring wide corridors, open-air staircases,
and an elevator tower.

FEATURES
e DSA Reviewed Structural System
¢ Flexible interior layout

» Customizable exterior openings inclusive of
a variety of door and window systems
including sectional glass roll up doors

e 4 top of wall/roof pitch combinations

- 2 top of wall options: 10'6" or 12'6"

- 2 roof pitch options: %2:12 or 1:12
(Up to 45% more efficient than
T-24 requirements )

e All California climate zones
e Seismic Design Category D

e 5-year warranty on building
1 year warranty on equipment

SCHEDULE
Move-in 8-10 months after DSA approval

ADSA
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Integral elevator

and machine room \
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Integrated covered
walkways on both levels.
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Flexible opening options
including fixed windows,
storefront, and roll up
door modules.
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Flexible 6-12 classroom
configurations with options
for restrooms and staff
spaces. Ask about our

"L" shaped 2-Story option.

2-Story Configurations:

* 12 classrooms with restrooms/ staff workroom: 276' Lx 40" W footprint, +/- 15,850 sf
* 12 classrooms w/ out restrooms/ staff workroom: 252" L x 40’ W footprint, +/- 14,366 sf
* 10 classrooms with restrooms/ staff workroom: 240" L x 40" W footprint, +/- 13,620 sf
* 10 classrooms w/ out restrooms/ staff workroom: 216’ L x 40’ W footprint, +/- 12,882 sf
* 8 classrooms with restrooms/ staff workroom: 192" Lx 40" W footprint, +/- 11,410 sf
e 8 classrooms w/ out restrooms/ staff workroom: 168’ L x 40’ W footprint, +/- 9,926 sf
* 6 classrooms with restrooms/ staff workroom: 160" Lx 40’ W footprint, +/- 9,220 sf
e 6 classrooms w/ out restrooms/ staff workroom: 136’ Lx 40' W footprint, +/- 7,736 sf




