DESCRIPTION

Hummingbird's Zinnia is a DSA Pre-Check
Modular Building solution designed to
accommodate one to three classrooms

or administrative spaces. With robust
assemblies prefabricated in Roseville, CA,
the installation process is fast and efficient,

reducing the time required from site permit
to building occupancy. As a Hummingbird
Buildings structure, Zinnia classrooms are

built to last, with durable finishes that ensure
a conducive learning environment. Zinnia is
also designed to meet the challenges of
California’s transitional kindergarten (TK)
goals with safe and bright interiors. Zinnia

was approved as a Pre-Check by DSA in
September 2023.

FEATURES
¢ Hundreds of configurations

12 Floor Plans - (1) single classroom,
(3) 2-classroom, &

(8) 3 classroom configurations

- 40'x36" = 1440 SF classroom size

4 top of wall/roof pitch combinations
- 2 top of wall options: 10'6"” or 12'6"
- 2 roof pitch options: ¥2:12 or 1:12

Up to 45% more efficient than T-24
requirements

Customizable exterior openings inclusive
of a variety of door and window systems
including sectional glass roll up doors

All California climate zones
e Seismic Design Category D

¢ 5-year warranty on building
1 year warranty on equipment

SCHEDULE
Move-in 6-8 months after DSA approval
DESIGN STRUCTURE UTILITIES INSTALLATION WARRANTY
e T-24 compliant exterior wall assemblies e Cast-in-place concrete footings, e Complete mechanical, electrical, ¢ All material hoisting and e Standard 5-year
including plaster or cementitious siding and 5" slab on grade and plumbing systems access for installation building warranty
e 60-mil single ply TPO or PVC roofing e Structural steel superstructure, e Utilities to 5'-0" from face of e Cleaning of new building e Standard 1-year
membrane including rigid insulation, cover including columns, open web building e Operations and maintenance warranty on equipment
board, gutters, downspouts, and flashings trusses, support steel, and * Photovoltaic and Energy Storage information for all building
¢ Integral ADA restrooms in each classroom expo.sed acoustical metal as required for code compliance systems
. Alld f o vereesdl Jd decking with closed cell metal )
oors, frames, and associated hardware dacking &t euechangs Requirements addressed on

* Interior modular wall panels, gypsum
board, taped, sanded with a level 4 finish

. campus
* Composite modular panel P

exterior walls with sheathing,
including air / water barrier,
* Integral casework for ample classroom storage nail fin windows by Peerless

e Carpet tile and resilient flooring finishes

¢ Code required signage and fire extinguishers
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